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INSTALLATION INSTRUCTIONS

1807L Series Walk-in Cooler/Freezer LED Fixtures
Part Number: 11807L*

kasonind.com  |  1.800.935.2766 

        CAUTION
• This product must be installed in accordance with local and national 

electric codes. The manufacturer assumes no responsibility for 
improper installation, or application of this lighting fixture

• Use min 90°C supply conductors
• Turn off all electricity before installation or servicing.
• FIXTURE MUST BE GROUNDED
• No serviceable parts
• Sealing of wire opening is necessary to prevent condensation from 

forming and water collection inside the fixture. Failure to properly 
seal fixture will VOID warranty

DIRECTIONS
1. Mount junction box with suitable fasteners. (Not provided)
2. Run supply wires (ground, line and neutral) to box through conduit. 

Connect ground wire to ground boss and green screw.
3. Silicone seal conduit openings around wires, gaskets, and hole plugs.  

Note: Failure to properly seal wire ways/conduit opening will allow 
mointure inside the fixture and void the warranty.

4. Stack the lens, lens gasket, LED module, and housing gasket.  
Pass the screws (2x) through stacked assembly.  
Note: Do not touch LEDs with fingers - static shock can damage LED.

5. Assemble stacked assembly to junction box.

SPECIFICATIONS
• Power

 - 120 VAC @ 50/60 Hz, 12.0 W, 0.1 A
 - 240 VAC @ 50/60 Hz, 13.3 W, 0.055 A
 - PF: > 0.9

• LED
 - +100 Lumens/Watt
 - Color Temperature: 4000k
 - Operating Temperature: -20°F to 77°F (-29°C to 25°C)
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Patent No.:
US: D-748,841; D-748,317; D-728,151 
CA: 162,218; 162,219
MX: 47,387; 47,388
EM: 00143419-0002; 001434419-0001
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Part No. Description Weight/Carton

11807LW0A10 LED Fixture, 120 VAC, 12 W, 4000K, Angled 0.75 lb

11807LC0A10 LED Fixture, 120 VAC, 12 W, 4000K, Domed 0.75 lb

11807LW0A20 LED Fixture, 240 VAC, 13.3 W, 4000K, Angled 0.75 lb

11807LC0A20 LED Fixture, 240 VAC, 13.3 W, 4000K, Domed 0.75 lb
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Part No. Description Weight/Carton

11807LWRA10 LED Fixture, 120 VAC, 12 W, 4000K, Angled Recessed 0.35 lb

11807LCRA10 LED Fixture, 120 VAC, 12 W, 4000K, Domed Recessed 0.35 lb

11807LWRA20 LED Fixture, 240 VAC, 13.3 W, 4000K, Angled Recessed 0.35 lb

11807LCRA20 LED Fixture, 240 VAC, 13.3 W, 4000K, Domed Recessed 0.35 lb
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